ReaderTT.config = {"pagecount":43,"title":"","author":"","subject":"","keywords":"","creator":"","producer":"Foxit Reader PDF Printer Version 7.0.1.831","creationdate":"D:20141012031529-07'00'","moddate":"D:20141026101536-08'00'","trapped":"","fileName":"document.pdf","bounds":[[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935]],"bookmarks":[{"title":"Pertemuan 02-03","page":1,"zoom":"Fit"},{"title":"Materi","page":2,"zoom":"Fit","children":[{"title":"OSI Layer","page":2,"zoom":"Fit","children":[{"title":"Pengorganisasian OSI Layer","page":3,"zoom":"Fit"},{"title":"Apa yang dilakukan oleh 7 layer OSI ?","page":4,"zoom":"Fit"},{"title":"Komunikasi antara 2 PC","page":5,"zoom":"Fit"},{"title":"Layer Aplikasi","page":6,"zoom":"Fit"},{"title":"Layer Presentasi","page":7,"zoom":"Fit"},{"title":"Layer Sesi ","page":8,"zoom":"Fit"},{"title":"Layer Transport","page":10,"zoom":"Fit"},{"title":"Layer Network","page":15,"zoom":"Fit"},{"title":"Layer Datalink","page":16,"zoom":"Fit"},{"title":"Layer Physical","page":17,"zoom":"Fit"},{"title":"Susunan Protokol TCP/IP dan model OSI","page":18,"zoom":"Fit"},{"title":"OSI Model","page":19,"zoom":"Fit"},{"title":"Protocol TCP/IP","page":20,"zoom":"Fit"}]},{"title":"TOPOLOGI JARINGAN","page":21,"zoom":"Fit","children":[{"title":"Topologi Jaringan Komputer","page":22,"zoom":"Fit"},{"title":"Arsitektur topologi","page":23,"zoom":"Fit"},{"title":"Topologi Bus","page":24,"zoom":"Fit"},{"title":"Topologi Ring","page":26,"zoom":"Fit"},{"title":"Topologi Star","page":27,"zoom":"Fit"},{"title":"Topologi Tree","page":29,"zoom":"Fit"},{"title":"Topologi Mesh","page":30,"zoom":"Fit"}]},{"title":"PERANGKAT JARINGAN","page":31,"zoom":"Fit","children":[{"title":"Perangkat Jaringan yang Diperlukan","page":33,"zoom":"Fit"},{"title":"File Server","page":34,"zoom":"Fit"},{"title":"Workstation","page":35,"zoom":"Fit"},{"title":"Ethernet Card","page":36,"zoom":"Fit"},{"title":"Repeter","page":37,"zoom":"Fit"},{"title":"Bridges","page":38,"zoom":"Fit"},{"title":"Routers","page":39,"zoom":"Fit"},{"title":"Koneksi Komponen Secara Fisik","page":40,"zoom":"Fit"}]},{"title":"MEDIA PHYSIK JARINGAN","page":41,"zoom":"Fit","children":[{"title":"Media Jaringan","page":42,"zoom":"Fit"},{"title":"Wireless","page":43,"zoom":"Fit"}]}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
