ReaderTT.config = {"pagecount":31,"title":"ENCENDIDOS SIN DISTRIBUIDOR","author":"Antonio Giménez","subject":"","keywords":"","creator":"Acrobat PDFMaker 6.0 para PowerPoint","producer":"Acrobat Distiller 6.0 (Windows)","creationdate":"D:20081016212351+02'00'","moddate":"D:20100910132320+02'00'","trapped":"","fileName":"document.pdf","bounds":[[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820],[1096,820]],"bookmarks":[{"title":"ENCENDIDOS SIN DISTRIBUIDOR o ESTÁTICOS","page":1,"zoom":"Fit"},{"title":"El DISTRIBUIDOR es un componente mecánico","page":2,"zoom":"Fit"},{"title":"Detalle de un DISTRIBUIDOR","page":3,"zoom":"Fit"},{"title":"Principio de la DISTRIBUCIÓN 01","page":4,"zoom":"Fit"},{"title":"Principio de la DISTRIBUCIÓN 02","page":5,"zoom":"Fit"},{"title":"CLASIFICACIÓN","page":6,"zoom":"Fit"},{"title":"Encendido de chispa perdida: Principio básico de funcionamiento","page":7,"zoom":"Fit"},{"title":"Principio básico de funcionamiento","page":8,"zoom":"Fit"},{"title":"Sentido de la corriente","page":9,"zoom":"Fit"},{"title":"","page":10,"zoom":"Fit"},{"title":"Diagrama de DISTRIBUCIÓN","page":11,"zoom":"Fit"},{"title":"Principio básico de funcionamiento","page":12,"zoom":"Fit"},{"title":"FORMA de las ONDAS SECUNDARIAS","page":13,"zoom":"Fit"},{"title":"Esquema básico","page":14,"zoom":"Fit"},{"title":"","page":15,"zoom":"Fit"},{"title":"BOSCH  VZ","page":16,"zoom":"Fit"},{"title":"Esquema real  FIAT","page":17,"zoom":"Fit"},{"title":"Encendido directo o integral:","page":18,"zoom":"Fit"},{"title":"","page":19,"zoom":"Fit"},{"title":"Bobinas","page":20,"zoom":"Fit"},{"title":"Bobinas","page":21,"zoom":"Fit"},{"title":"Bobinas: tipo LÁPIZ o TOP-PLUG","page":22,"zoom":"Fit"},{"title":"Bobinas: tipo LÁPIZ o TOP-PLUG s","page":23,"zoom":"Fit"},{"title":"Encendido capacitivo SAAB","page":24,"zoom":"Fit"},{"title":"Bobinas","page":25,"zoom":"Fit"},{"title":"Distintas organizaciones","page":26,"zoom":"Fit"},{"title":"Distintas organizaciones","page":27,"zoom":"Fit"},{"title":"","page":28,"zoom":"Fit"},{"title":"","page":29,"zoom":"Fit"},{"title":"3 cilindros","page":30,"zoom":"Fit"},{"title":"Esquema real","page":31,"zoom":"Fit"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
