ReaderTT.config = {"pagecount":31,"title":"لماذا هذا المشروع ؟","author":"JAEGER","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220206195909Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Slide 1","page":1,"zoom":"XYZ 0 825 0"},{"title":"مقدمة","page":2,"zoom":"XYZ 0 825 0"},{"title":"التقديم","page":3,"zoom":"XYZ 0 825 0"},{"title":"Slide 4","page":4,"zoom":"XYZ 0 825 0"},{"title":"أهداف المشروع","page":5,"zoom":"XYZ 0 825 0"},{"title":"محاكاة حركة السيّارة","page":6,"zoom":"XYZ 0 825 0"},{"title":"محاكاة نظام التحكم الديناميكي بالتوازن ESP","page":7,"zoom":"XYZ 0 825 0"},{"title":"ESP محاكاة نظام التحكم الديناميكي بالتوازن","page":8,"zoom":"XYZ 0 825 0"},{"title":"نموذج عجلتي الدوران Two Wheel bicycle model","page":9,"zoom":"XYZ 0 825 0"},{"title":"حوادث الضغط الأمامي و الضغط الخلفي Understeer VS Oversteer","page":10,"zoom":"XYZ 0 825 0"},{"title":"محاكاة نظام التحكم الديناميكي بالتوازن ESP (2)","page":11,"zoom":"XYZ 0 825 0"},{"title":"بنية نظام التحكم الديناميكي بالتوازن ESP","page":12,"zoom":"XYZ 0 825 0"},{"title":"الخوارزمية العامة لعمل نظام التحكم الديناميكي بالتوازن ESP","page":13,"zoom":"XYZ 0 825 0"},{"title":"نظام المكابح و نظام منع انغلاق المكابح ABS","page":14,"zoom":"XYZ 0 825 0"},{"title":"نظام المكابح و نظام منع انغلاق المكابح ABS (2)","page":15,"zoom":"XYZ 0 825 0"},{"title":"نظام المكابح","page":16,"zoom":"XYZ 0 825 0"},{"title":"نظام منع انغلاق المكابح ABS","page":17,"zoom":"XYZ 0 825 0"},{"title":"نظام تحديد المواقع العالمي (GPS) Global Positioning System","page":18,"zoom":"XYZ 0 825 0"},{"title":"خوارزمية تحسين البحث عن المواقع Positions","page":19,"zoom":"XYZ 0 825 0"},{"title":"حل خوارزمية تحسين البحث عن المواقع Positions","page":20,"zoom":"XYZ 0 825 0"},{"title":"خوارزمية إيجاد أقصر طريق Dijkestra","page":21,"zoom":"XYZ 0 825 0"},{"title":"التّوصيف البرمجي","page":22,"zoom":"XYZ 0 825 0"},{"title":"بنية المشروع","page":23,"zoom":"XYZ 0 825 0"},{"title":"لمحة عن التصميم البرمجي و المحاكاة","page":24,"zoom":"XYZ 0 825 0"},{"title":"لمحة عن التصميم البرمجي و المحاكاة (2)","page":25,"zoom":"XYZ 0 825 0"},{"title":"ESP  ABS Presentation","page":26,"zoom":"XYZ 0 825 0"},{"title":"GPS Presentation","page":27,"zoom":"XYZ 0 825 0"},{"title":"GPS Presentation (2)","page":28,"zoom":"XYZ 0 825 0"},{"title":"التصميم و الرؤية المستقبلية لتطويرالمشروع","page":29,"zoom":"XYZ 0 825 0"},{"title":"المراجع","page":30,"zoom":"XYZ 0 825 0"},{"title":"Slide 31","page":31,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
