ReaderTT.config = {"pagecount":17,"title":"P0319-0335-KFG2-CS3e.indd","author":"","subject":"SMC-web-RGB","keywords":"","creator":"Adobe InDesign CS3_J (5.0.4)","producer":"Adobe PDF Library 8.0","creationdate":"D:20161026185906+09'00'","moddate":"D:20190318154303+09'00'","trapped":"False","fileName":"document.pdf","bounds":[[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909]],"bookmarks":[{"title":"Stainless Steel 316 Fittings: KFG2 Series","page":1,"zoom":"Fit"},{"title":"Features","page":2,"zoom":"Fit"},{"title":"Variations","page":3,"zoom":"Fit"},{"title":"Applicable Tubing: Metric Size, Connection Thread: R, Rc","page":4,"zoom":"Fit","children":[{"title":"Applicable Tubing, Specifications, Construction","page":4,"zoom":"Fit"},{"title":"Dimensions","page":5,"zoom":"Fit"}]},{"title":"Applicable Tubing: Inch Size, Connection Thread: NPT","page":10,"zoom":"Fit","children":[{"title":"Applicable Tubing, Specifications, Construction","page":10,"zoom":"Fit"},{"title":"Dimensions","page":11,"zoom":"Fit"}]},{"title":"Applicable Fluid List","page":14,"zoom":"Fit"},{"title":"Specific Product Precautions","page":16,"zoom":"Fit"}],"thumbnailType":"jpg","pageType":"html","pageLabels":["319","320","321","322","323","324","325","326","327","328","329","330","331","332","333","334","335"]};
