ReaderTT.config = {"pagecount":88,"title":"MCU Day 2009: MSP430 Ultra-Low Power MCUs","author":"Adrian Valenzuela","subject":"","keywords":"","creator":"Acrobat PDFMaker 7.0.5 for PowerPoint","producer":"Acrobat Distiller 7.0.5 (Windows)","creationdate":"D:20100922144909-05'00'","moddate":"D:20100922150922-05'00'","trapped":"","fileName":"document.pdf","bounds":[[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821],[1096,821]],"bookmarks":[{"title":"MSP430™ Ultra-Low Power MCUs","page":1,"zoom":"Fit"},{"title":"MSP430 Agenda","page":2,"zoom":"Fit"},{"title":"Why MSP430?","page":3,"zoom":"Fit"},{"title":"MSP430-Enabled Solutions at a Glance","page":4,"zoom":"Fit"},{"title":"MSP430 is Ultra-Low Power + Performance","page":6,"zoom":"Fit"},{"title":"Ultra-Low Power Activity Profile","page":7,"zoom":"Fit"},{"title":"Ultra-Low Power is in Our DNA","page":8,"zoom":"Fit"},{"title":"MSP430 Low Power Modes","page":9,"zoom":"Fit"},{"title":"Always-on Brownout Reset","page":10,"zoom":"Fit"},{"title":"Average Current Consumption & Battery Life @ 1% Active (~14.4 Minutes)","page":11,"zoom":"Fit"},{"title":"Average Current Consumption & Battery Life @ 0.1% Active (1.4 Minutes)","page":12,"zoom":"Fit"},{"title":"Which MCU? MSP430x2xx vs MSP430F5xx","page":13,"zoom":"Fit"},{"title":"ULP is Easy!","page":14,"zoom":"Fit"},{"title":"MSP430 for Energy Harvesting\u201cSelf or Perpetual - Power\u201d Apps","page":15,"zoom":"Fit"},{"title":"Native 0.9V Operation","page":16,"zoom":"Fit"},{"title":"Native 0.9V Target Applications","page":17,"zoom":"Fit"},{"title":"Don\u2019t Compromise: ULP and Performance","page":18,"zoom":"Fit"},{"title":"16-bit Orthogonal RISC CPU","page":19,"zoom":"Fit"},{"title":"Higher Performance and Code Effectiveness","page":20,"zoom":"Fit"},{"title":"Maximize Speed & Flexibility | Unified Clock System","page":21,"zoom":"Fit"},{"title":"MSP430F5xx Speed and Flexible Operation","page":22,"zoom":"Fit"},{"title":"MSP430 is Integrated","page":23,"zoom":"Fit"},{"title":"Performance Through Integration","page":24,"zoom":"Fit"},{"title":"Intelligent Peripherals  Ultra-Low Power","page":25,"zoom":"Fit"},{"title":"Fast Flexible 10- and 12-Bit ADCs","page":26,"zoom":"Fit"},{"title":"SD16_A Overview","page":27,"zoom":"Fit"},{"title":"DAC12","page":28,"zoom":"Fit"},{"title":"Analog Comparators","page":29,"zoom":"Fit"},{"title":"Direct Memory Access (DMA)","page":30,"zoom":"Fit"},{"title":"ESP: Single-Chip E-Meter","page":31,"zoom":"Fit"},{"title":"LCD Controllers","page":32,"zoom":"Fit"},{"title":"Power Management Module","page":33,"zoom":"Fit"},{"title":"USCI: Serial Communication I/F","page":34,"zoom":"Fit"},{"title":"Integrated Full-Speed USB","page":35,"zoom":"Fit"},{"title":"Benefits of MSP430 USB ","page":36,"zoom":"Fit"},{"title":"Speedy USB Development","page":37,"zoom":"Fit"},{"title":"CC430 | RF + Ultra-Low Power MCU","page":38,"zoom":"Fit"},{"title":"Broad range of applications benefit from low power networking","page":39,"zoom":"Fit"},{"title":"CC430: Innovative Peripherals","page":40,"zoom":"Fit"},{"title":"Strong, Vibrant Ecosystem & Solutions","page":41,"zoom":"Fit"},{"title":"Cap Touch \u2013 RO Method","page":42,"zoom":"Fit"},{"title":"Cap Touch \u2013 RC Method","page":43,"zoom":"Fit"},{"title":"Coming soon  FRAM: The next generation Non-Volatile memory","page":44,"zoom":"Fit"},{"title":"FRAM \u2013 Meets the needs of today & tomorrow","page":45,"zoom":"Fit"},{"title":"What is FRAM Technology?","page":46,"zoom":"Fit"},{"title":"FRAM Operation","page":47,"zoom":"Fit"},{"title":"FRAM: Proven, Reliable, Better","page":48,"zoom":"Fit"},{"title":"Next Gen Technology Comparison","page":49,"zoom":"Fit"},{"title":"FRAM Current Gen Technology Performance Comparison","page":50,"zoom":"Fit"},{"title":"MSP430: it\u2019s what\u2019s on the inside that counts.","page":51,"zoom":"Fit"},{"title":"Need more _______ ?","page":52,"zoom":"Fit"},{"title":"MSP430 is Affordable and Scalable","page":53,"zoom":"Fit"},{"title":"MSP430 Value Line","page":54,"zoom":"Fit"},{"title":"MSP430 Value Line","page":55,"zoom":"Fit"},{"title":"What do I get for 25 cents?","page":56,"zoom":"Fit"},{"title":"MSP430 Value Line Competitive Snapshot","page":57,"zoom":"Fit"},{"title":"ADC + Data Transfer Controller","page":58,"zoom":"Fit"},{"title":"100 devices over the next 15 months","page":59,"zoom":"Fit"},{"title":"Accelerate time to market with LaunchPad","page":61,"zoom":"Fit"},{"title":"Other Value Line Tools","page":62,"zoom":"Fit"},{"title":"MSP430 Scalable Portfolio | 200+ Devices","page":64,"zoom":"Fit"},{"title":"MCU Selection Tool","page":66,"zoom":"Fit"},{"title":"MSP430 is Easy to Get Started","page":67,"zoom":"Fit"},{"title":"Easy To Use, Innovative Tools","page":68,"zoom":"Fit"},{"title":"Embedded Emulation","page":69,"zoom":"Fit"},{"title":"Chronos | Advanced Features at Your Disposal ","page":70,"zoom":"Fit"},{"title":"Endless possibilities: Chronos serves as a central hub for nearby wireless sensors","page":71,"zoom":"Fit"},{"title":"Enabling Customer Innovation","page":72,"zoom":"Fit"},{"title":"Code Composer Studio v4","page":73,"zoom":"Fit"},{"title":"TI and IAR Systems:Deep and Evolving Partnership","page":74,"zoom":"Fit"},{"title":"Third Party Development Resources","page":75,"zoom":"Fit"},{"title":"www.ti.com/msp430                                     ","page":76,"zoom":"Fit"},{"title":"Extensive Community Support","page":77,"zoom":"Fit"},{"title":"Roadmap","page":78,"zoom":"Fit"},{"title":"TI has a complete portfolio of Analog and Embedded Processing Solutions\u2026","page":82,"zoom":"Fit"},{"title":"Helpful Links","page":84,"zoom":"Fit"},{"title":"Exclusive MSP430 Day Discounts 50% off Select MSP430 Tools!","page":85,"zoom":"Fit"},{"title":"Thank you.","page":86,"zoom":"Fit"},{"title":"BACKUP","page":87,"zoom":"Fit"},{"title":"Low Power Mode Overview","page":88,"zoom":"Fit"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
